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Heat Llne - Unequipped, w/o circulator & Plus

Heating > Exchangers > Heat Line - Unequipped, w/o circulator & Plus

YEAR

WARRANTY
+ Compatible with all types of home heating (Heat Pump, Boiler, Geothermal, Solar)
+ Several configurations available to adapt to any type of installation
+ Maximum robustness (titanium tubes, noryl-Polyamide casing)

X & Ti

EASY SERVICES TITANE
INSTALLATION + INSIDE
Unit with accessories (Plus) Unit without circulator
Heat Line 20 Heat Line 40 Heat Line 70
PRODUCT REFERENCE
Unequipped W49NT20 WA49NT40 W49NT70
Model w/o circulator W49KT20W W49KT40W W49KT70W
Fitted model (plus) W49KT20 W49KT40 W49KT70
EQUIPMENTS
* Injected noryl Polyamide casing ¢ Flow switch (on the models w/o circulator and plus)
® TITANIUM tubes ® Pre-wired electric box with 230 V plug on the models w/o circulator and
® Check valve plus
e Low consumption circulator pump A class (on the models plus) o Digital thermostat regulator (on the models w/o circulator and plus)
TECHNICAL SPECIFICATIONS
Maximum vol. (m?) * 50 120 200
Power with primary at 90°C
20 40 70
(kW)
Power with primary at 60°C
8.5 17 30
(kW)
Power with primary at 45°C
4 8 14
(kW)
Max. pressure (pool circuit) 2 bar
Max. permitted temperature 90 °C
CONNECTIONS
PRIMARY Heating @26/34 F / ©26/34 M @26/34 F - 026/34 M ©26/34 F / ©26/34 M
(Unequipped model)
SECONDARY Pool PVC @63 ou 50
FLOW (m3/h)
PRIMARY Heating 0.9 1.7 3
SECONDARY Pool 10 15 20
LOAD LOSS (MCE)
PRIMARY Heating 0.15 0.2 0.3
SECONDARY Pool 0.5 0.8 1

* Unequipped model and w/o circulator: Private open-air pool, temperate climate with an isothermal cover from May 15th to September 15th.
* Fitted model: Private open-air pool, temperate climate with an isothermal cover and primary at 90°C from May 15th to September 15th.
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